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11. THISITEM ONLY APPLIESTO AMENDMENTSOF SOLICITATIONS
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A. ThisChange Order is|ssued Pursuant To: The Changes Set Forth In Item 14 AreMadeIn
The Contract/Order No. In Item 10A.

B. The Above Numbered Contract/Order |s Modified To Reflect The Administrative Changes (such as changesin paying office, appropriation data, etc.)
Set Forth In Item 14, Pursuant To The Authority of FAR 43.103(b).

C. This Supplemental Agreement IsEntered Into Pursuant To Authority Of: Suppl enental Agreenent

HENN.
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Name of Offeror or Contractor: AM GENERAL LLC
SECTI ON A - SUPPLEMENTAL | NFORVATI ON
PROGRAM Production Contract for A2 Hi gh Mbility Milti-purpose Wieel ed Vehicle (A2 HWW)
CONTRACT: DAAEQO7- 01- C- SO01
MODI FI CATI ON: P0O0530
MODI FI CATI ON' AMOUNT: $- 0-

1. The purpose of this Mdification is to revise the first sentence of Paragraph E. 14 Control Tests. The revision addresses the nunber
of control tests performed based upon the daily production rate.

2. Except as provided herein, all other terms and conditions remain in full force and effect.

3. As aresult of this Mdification P00530, the contract amount is unchanged.

*** END OF NARRATIVE A 487 ***
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SECTI ON H - SPECI AL CONTRACT REQUI REMENTS

SECTION E

I NSPECTI ON AND ACCEPTANCE

1 NDEX
CLAUSE CLAUSE TI TLE PAGE
E 1 Exani nati on/ Test Docunentation
E 2 Drawi ng/ Qual ity Assurance Provisions (Qas)/Certification Requirneent
E 3 Critical Safety Item (CSl)
E. 4 I nspection
E. 5 I nspecti on Equi pnent
E. 6 Fi nal I nspection
E. 7 First Production Vehicle Inspection (FPVI)
E. 8 Gover nment Testing
E. 9 Requi rements Applicable to Government Testing
E. 10 Contractor Test Support
E 11 Test Deficiencies
E. 12 Test Incident Reports (TIRs)
E. 13 Test Vehicle Mdification
E 14 Control Tests
E. 15 Qual ity Deficiency Reports
E. 16 Excessive M| eage

E. 17 Fuel Quantity
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SECTI ON E - | NSPECTI ON AND ACCEPTANCE

E 1 EXAM NATI ON/ TEST DOCUMENTATI ON

a. To the extent the SQAPs, QARs, QAPs, and/or the specifications specify requirements for |nitial Production Approval, Pre-

production Approval and/or First Piece, which require the Contractor to perform stated exam nations and/or tests, the Contractor shall
fully docunent, and maintain for Governnent review and eval uation, the conduct of his exam nations/tests and the results thereof.

b. In the event the Contractor fails to provide the above docunentation, when requested, or the docunmentation fails to
evidence satisfactory results, the Government shall have the right to refuse to inspect and/or accept any contract itenms offered for
accept ance.

E 2 DRAW NG/ QUALI TY ASSURANCE PROVI SI ONS ( QAPs) / CERTI FI CATI ON REQUI REMVENT

a. The Contractor shall conformto the requirenents of Quality Assurance Provisions (QAPs) as specified in this contract
and General Quality Assurance Provisions (STA Form 458) as applicable. For the purposes of this contract, Quality Assurance Provisions
(QAPs) Quality Assurance Requirenents (QARs) STA Form 452 and Suppl enental Quality Assurance (SQAPs) are synonynous.

b. In accordance with Section 4 of the ATPD 2099C, Amendnent 2, the Contractor shall certify that the foll ow ng systens,
conponents and materials conformto the requirenments specified:

SPECI FI CATI ON_PARAGRAPH SPECI FI CATI ON REQUI REMENTS
3.5.8 Fuel s and Lubricants
3.5.2.3 Low Tenperature
3.5.6.1 Pai nting
3.5.6.2 Canouf | age Pattern
3.5.9 Vel di ng

(1) In addition, certifications shall be required for the follow ng:
(a) Service brake fluid specification SAEJ 1705.

(b) Certification of the engine coolant consists of a 50/50 solution of ethylene glycol and water with corrosion
inhibitor additives.

(2) Certification of Material/Conponents. The Contractor shall prepare certifications to verify that
mat eri al / conponents conformto the vehicl e/ conponent specifications. These certifications shall be substantiated with docunented test
reports, performance data, analytical data or vendor docunented test reports. Such docunentation shall be affixed to the
certifications. The Contractor shall submit three copies of each certification to the Adm nistrative Contracting O ficer (ACO within
60 cal endar days prior to vehicle final assenbly. The ACO, by witten notice to the Contractor within 30 cal endar days after receipt of
the certifications, shall accept or disapprove the certifications. |In the event that particular certifications are disapproved by the
Governnment, the Contractor shall conduct additional tests/inspections to provide additional docunmentation at no additional cost to the
Governnent, to determine conformance to vehicle specification requirements. Upon Government acceptance of the certifications, any
change in configuration, vendor source or manufacturing nmethod which affects any certification shall require additional
tests/inspections or docunentation by the Contractor, at no additional cost to the Governnent. The Contractor shall be required to
subnmit an ECP on any change effecting the configuration.

c. QAP 12342953 for Check Valves, Fuel Tank. The follow ng exceptions are authorized for this contract:

(1) The test fluid may be calibration fluid per ML-PRF-7024E for endurance and environnmental tests, and air on G\2 for
testing of production units. (Reference QAP 12342953, Part |V).

(2) The cracking pressure test for part 12342953-3 shall pernmit the initial pressure (PSI) to be 'O instead of 2.5,
and test shall increase pressure slomy, instead of a rate of .1 PSI/Mninum (Reference QAP 12342953, Part |V, 3).

E 3 CRITI CAL_SAFETY | TEM (CSl)

a. The Contractor shall establish and maintain a program for intensive nanagenent of the manufacture and assenbly of the
CSls identified on drawi ng 12342929.

b. The followi ng definitions apply:
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(1) Critical Safety Item A part, assenbly, installation, or production systemw th one or nore critical
characteristics that, if not conformng to the design data or quality requirenments, would result in an unsafe condition. Unsafe
condi tions include conditions which would cause |oss or serious damage to the end itemor major conponents, |oss of control, or serious
injury to personnel.

(2) Critical Safety Characteristic: Any feature (i.e., tolerance, finish, material, nmanufacturing, assenbly or
inspection process) or product, naterial, or process, which if nonconformng or missing would cause the failure or nalfunction of the
critical item

(3) The Contractor shall prepare and naintain detail ed procedures/work instructions governing all operations producing
critical safety characteristics. These procedures, including sequence of operations, cannot be changed w thout prior Governnent
approval . In all cases, the procedures will provide a format for the operator to verify and date that the operation was in fact
conpl eted in accordance with the procedure and conforms to established requirements. Wien the itemor characteristic is produced by a
subcontractor, the controlling procedures shall be reviewed and approved by the prime contractor and shall not be changed w thout prior
approval .

(4) The Contractor or the subcontractor shall inplement 100 percent inspection or test of all CSI characteristics that
can be nondestructively inspected/tested. Those CSIs who critical safety characteristics nust be denonstrated by performance shall
require a representative sanple to be tested to destruction to ensure conpliance to the technical requirenents.

(5) The technical/quality requirements relating to critical safety items nust be traceable to the time and place that
they were produced. Records should provide the degree of traceability required to enable after-the-fact verification of all aspects of
material, manufacture, special processing, assenbly and inspection of critical safety characteristics.

(6) The prime Contractor's vendor quality program shall address controls for critical safety itens/characteristics
produced by vendor, and contain a requirenment for the periodic audit of the inplenmentation of these controls.

(7) Nonconformance to critical safety characteristics cannot be accepted through Material Review Board actions. In
instances where engineering analysis of the nonconformance determne that the existing tolerance or requirenment can be changed w thout
degradi ng product safety, an engineering change proposal resulting in a drawing or specification change can be used to accept the item
on the basis that it would no | onger be nonconform ng.

E. 4. I NSPECTI ON

a. | NSPECTI ON RECORDS: |Inspection records of the exam nations and tests (either in-process or end item performed by the
Contractor shall be kept conplete and available to the Governnent for a period of four (4) years follow ng conpletion of the contract.

b. DRAW NGS FOR | NSPECTI ON

(1) The Contractor shall neke available to the Governnment |nspector at the time of production inspection, in process or
end itemlegible drawi ngs and printed specifications to which the product was manufactured. These draw ngs and specifications shall be
annotated to the latest revision incorporated therein. Upon conpletion of production inspection and acceptance by the Governnent
I nspector, all drawi ngs and specifications will be returned to the Contractor.

(2) The CGovernnent reserves the authority to inspect end itens or any parts/conponents during manufacturing processes
comrensurate with the herein provided for quality requirenments and plans and reject such material that does not conformto Covernnent
drawi ngs/ specifications. Such inspections by the Government may be performed at the Contractor's predeterm ned inspection stations.
Al'l deficiencies detected during any Contractor or Governnent inspection (end itemor in-process) shall be corrected by the Contractor
at no cost to the Government. During any Governnent inspection, the Contractor shall provide inspection assistance upon request.

E. 5 I NSPECTI ONEQUI PMENT

a. Except as otherw se expressly provided for under this contract, the Contractor is responsible for the supply and
mai nt enance of all inspection and test equi pnent necessary to assure that end item conponents conformto contract requirenents. All
Contractor furnished inspection equi pnent shall be available for use on or before the start of production. The Government shall not
furnish any inspection equiprment for this contract.

b. The Contractor shall nake inspection equiprent available to the Governnent |nspector during Governnent in-process or end

iteminspection. Upon conpletion of the inspection by the Government |nspector, all inspection equipnment shall be returned to the
Contractor.
E. 6 FI NAL | NSPECTI ON

a. The Contractor shall perform 100% Final Inspection of the end itemin accordance with the requirements of the ATPD
2099C, Amendnent 2, and Technical Data Package (TDP) utilizing the Final Inspection Record (FIR). Copies of the FIR(s) for the item
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quantity shall be reproduced by the Contractor. Deficiencies disclosed during inspection by the Contractor or the Governnent shall be
described in witing on the Deficiency Sheet attached to the FIR The FIR includes inspection criteria for all kits and speci al

equi prent that may be installed in each body style. The FIR shall be updated as required to reflect all Governnent approved
configuration changes. Such updates nust be subject to CGovernnent approval. The Contractor shall submt the conpleted and certified
copy of the FIR to the Government inspector with each end iteminspected and offered for acceptance by the Government. |f the
Contractor determnes that the FIRis not appropriate for final inspection of the end itemfor any reason, he nust obtain witten
approval fromthe Contracting Oficer prior to enploying any other formfor this purpose. The Contractor may substitute a static drive
for a distance of 8 miles in the roll test booth, per vehicle, in lieu of the 10 Ml e Road Test Requirenent of the Final |Inspection
Record (FIR). After the 8-mile static drive, the following tests on the road test track shall be performed: turning radius, brake
test, panic stop, park brake test, reverse gear, and kick-down operation. The Governnment reserves the right to reinpose, on a
tenporary basis only, the 10 nmile road test if fielding vehicle feedback or other data reflects a breakdown in the Contractor's system
for an itemthat could not be identified or found in the 8-nmle roll test.

b. The Contractor, at his discretion, may devel op procedures and incorporate these procedures to acconplish in-process
inspection of select FIR characteristics. The selection of FIR characteristics and procedures will be subject to Government approval
prior to inplenentation. There shall be a nethod to document and describe, in witing, deficiencies detected during inspection of
select FIR characteristics by the Contractor. This nethod shall be subject to CGovernnent approval. This docunentation shall also be
included with the FIR for each vehicle. The Contractor shall submit a conpleted copy of the FIR and, if applicable, docunentation and
description of select FIR characteristics inspected in-process of the Government inspector with each iteminspected and offered to the
Governnment for acceptance. All deficiencies detected during contractor Final |nspection, to include, if applicable, select in-process
FIR characteristics, shall be corrected prior to offering the end itemfor acceptance inspection by the Government. Al deficiencies
di scl osed as a result of Contractor and/or Governnent final inspections shall be corrected by the Contractor at no additional cost to
the Covernnent.

c. Final Contractor inspection of vehicles on a sanpling basis will not be authorized by the Government during the term of
this contract.

E 7 FI RST PRODUCTI ON VEHI CLE | NSPECTI ON (FPVI):

a. The Governnent shall select the npdel designated below for First Production Vehicle Inspection. The vehicles selected
shal | be subjected to inspections by both the Contractor and the Government in accordance with provisions of this contract and Paragraph
4 of the ATPD 2099C, Amendnent 2. The Contractor shall notify the Administrative Contracting Officer (ACO, in witing, at least forty-
five cal endar days prior to said inspection stating the tine and location. At the time of said inspection, the Contractor shall nake
avail able to the Government representatives all records of prior inspections, tests, Qualified Product List (QPL) documentation, vendor
quality requirements and certifications as set forth in Paragraph E-2, Draw ng/ Quality Assurance Provisions (QAPs)/Certification
Requi r enent .

CLIN IMODEL QY
TBD MLO97A2 1
TBD MLO25A2 1
b. The Contractor shall nake available all inprocess inspectin records verifying vehicles neet requirenent of this contract

specificatin, TDP and other requirenment docunents.

c. |If the first production vehicle inspection is disapproved by the Governnment, the Contractor may be required, at the
di scretion of the Government, to repeat any or all of a first production vehicle inspection. After notification of the additional
inspections, the Contractor, at no increase in contract price, shall nmake any necessary changes, nodifications or repairs to the first
production vehicle. Wthin ten days after notice of disapproval, the Government has the discretion to select another production vehicle
for first production vehicle inspection in lieu of the original first production vehicle. Upon conpletion of additional inspection, the
Contractor shall again submit an inspection report. The Contractor shall bear the responsibility for delays resulting from additional
first production vehicle inspection.

d. Vehicle submtted for FPVI shall be retained by the Contractor for a period of 30 days after Governnent approval of the
FPVI report.

E 8 GOVERNMENT TESTI NG

a. During the performance of this contract, the Government will conduct testing to assure conformance to contractual and
system specification requirenents. This testing will consist of Follow on Production Testing (FPT).

b. Follow on Production Testing (FPT) Description:

During the performance of this contract, the Government will conduct FPT to verify that the quality and performance of
continuing production vehicles are consistent with the approved ATPD 2099C, Amendnent 2. Such testing shall consist of five thousand
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mles per test vehicle for approximately one hundred twenty (120) days. The Government will randomly select such vehicles and will
conditionally accept such vehicles until successful conpletion of FPT requirenments. The Government reserves the right to retest the
vehicl e(s) upon correction of defects by the Contractor to the extent necessary to successfully nmeet test requirenents. Such additional
testing shall be conducted at the Contractor's expense. The Government may select up to two vehicles of any nodel type from each
subsequent year's requirenments to conduct follow on production testing.

E. 9 REQUI REMENTS APPLI CABLE TO GOVERNMENT TESTI NG

a. Paragraph E. 8 of this contract contains a requirenent for Government testing.

b. The test vehicles shall be furnished, as directed by the Contracting Officer, to the follow ng Government test site(s):
Aberdeen Proving G ounds, MD, and Yuma Proving G ounds, AZ, pursuant to the requirenents of Sections B and F of this contract.
Transportation fromthe Contractor's plant to the test site shall be sole responsibility of the Contractor.

c. Under no circunstances shall any test vehicle be shipped fromthe Contractor's facility to the test site until:

(1) A conplete inspection has been performed on each such vehicle by the Government.

(2) Al deficiencies disclosed by this Government inspection have been corrected by the Contractor and approved by the
Gover nnment .

E. 10 CONTRACTOR TEST SUPPORT

a. The Contractor shall be responsible for furnishing repair parts and technical support for the vehicles at the Governnent
sel ected test site during FPT.

b. The Contractor shall provide technical support for Governnent testing. Contractor technical support shall include
technical representation at the Government test site throughout the test period. The Government will provide storage facilities for
Contractor furnished repair parts at the test site.

c. Upon conpletion of Government testing, the Contractor shall provide, to the Governnent, an inventory of the remaining
repair parts within thirty days of test conpletion. The Government will provide disposition/shipping instructions within 120 days after
recei pt of inventory list.

E 11 TEST DEFI Cl ENCI ES

a. Failure of FPT is defined as an event, or state, in which a systemor a conponent of the test vehicle does not or would
not, performas specified in the vehicle/system specifications.

b. A defect is defined as a nonconfornmance to a technical requirement. Defects are classified as critical, nmajor and m nor
in accordance with ASQC Z1. 4.

c. In the event of vehicle/conponent systemtest failure during FPT, the CGovernnent reserves the right to retest the
vehicl e system upon correction of the defect(s) by the Contractor to the conplete extent and duration specified in the test program or
to such |l esser extent as the PCO or a duly authorized representative, shall consider appropriate in his/her sole discretion. The
Contractor shall bear responsibility for delays in the programtest period resulting from vehicle/conponent defects for failure to
adequately or tinmely furnish parts support, and the Government shall have the right to extend the specified programtest period
accordingly for such Contractor induced delay. Any costs associated with this retest shall be the contractor's responsibility.

d. The Contractor, when directed by the PCO or a duly authorized representative, shall correct on-site any defect of the
systemthat occurs during FPT Testing. The Government will not neke final acceptance of test vehicles until testing has been conpleted
to the satisfaction of the Governnent. Delays caused by test itemfailures due to poor quality, vehicle/conponent worknanship, or
material, failure of the Contractor to conply with the configuration as defined in the Technical Data Package (TDP) or design
i nadequaci es of changes/ nodifications to the vehicle's configuration required under C 6.1.2, Changes/Mdifications to Level 3 Vehicle
Requi rements, shall not be a basis for adjustment of the contract delivery schedule or the contract price.

e. Test failure shall be cause for rejection of vehicles/conponents produced subsequent to the First Production Vehicle
I nspection, until evidence has been provided by the Contractor that corrective action has been taken to elininate the deficiency.
Deficiencies found during or as a result of FPT, shall be prinma facie evidence that all vehicles/conponents already produced since
conpl etion of the last FPT (or, of the first FPT, since FPVI) and all vehicles not yet accepted are simlarly deficient unless evidence
satisfactory to the Contracting Oficer is furnished by the Contractor that they are not simlarly deficient. Such deficiencies on all
vehi cl es/ conponents shall be corrected by the Contractor at no increase in contract anount.

E 12 TEST | NCl DENT_REPORTS (TI Rs)
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a. The Contractor shall receive a copy of all Test Incident Reports (TIRs) directly fromthe test sites during FPT via E-
mail, by accessing the test site conputer databases (Arnmy Test Incident Reporting System ATIRS) for all TIRs data during Governnent
required testing. Wen directed by the Government, the Contractor shall furnish a witten report for each TIR with an anal ysis of the
test incident, and corrective action taken or proposed to prevent recurrence of the incident on subsequent production systens and the
effective date of such corrective action. Corrective action proposed by the Contractor which requires configuration changes, shall be
subnmitted to the Governnent for approval via ECP. The failure analysis and corrective action reports are to be prepared and submitted
in accordance with Data Item (DI D) D -RELI-81315, CDRL A005, and Attachment 01 to this CDRL for each TIR with analysis of the test
incident and corrective action taken or proposed to prevent recurrence of the incident on production items. |Interimfailure analysis
and corrective action responses shall be provided by the Contractor within the specified tinefranes:

TIR I ncident d ass Initial (Tel ephonic) Interim Fi nal

Critical One Work Day Wthin 3 work days Wthin 30 days
Maj or None Required Wthin 10 work days Wthin 30 days
M nor None Required None Requi r ed W thin 30 days
I nformation None Required None Required None Required

b. Al responses will be reviewed by a Government Failure Analysis/Corrective Action Review Board within 30 cal endar days
after receipt. |If the Contractor's response is rejected, the Contractor will be officially notified and shall be required to resubmt
the response within 30 cal endar days. Failure of the Contractor to provide the interimand final failure analysis/corrective actions
reports within the specified tine limts or failure to provide the Governnent a response that is acceptable shall be cause for the
reduction or suspension of the Governnent provided progress paynents and, or suspension of acceptance.

E 13 TEST VEHI CLE MODI FI CATI ON

Al'l desired changes to test vehicle hardware or software shall be requested by the Contractor in witing to the PCO. The
Government will review and process this request wthin 10 working days after receipt.

E 14 CONTROL_TESTS

a. The Governnent will select one vehicle every 30 days for control tests when the daily production rate exceeds 24
vehicles, or every 60 days when the daily production rate is 24 vehicles or less. Prior to the start of control tests, each vehicle
sel ected shall be inspected in accordance with the Governnent approved Final Inspection Record (FIR). The test vehicle shall be
operated with actual or sinulated rated payload for a distance of not less than fifty nmiles by the Contractor at the place of
manufacture or alternate |ocation approved by the Procuring Contracting Oficer (PCO. The vehicle shall be subject to all tests in
accordance with requirements of the approved Final Inspection Record. Al kits for a particular variant shall be installed prior to the
conduct of all control tests. The test courses shall be a smpoth hard surfaced road, capable of safely accormpdating the control test
m | eage and performance requirenents. These tests shall be performed in the presence of a Governnment representative. After conpletion
of tests, the vehicle shall be inspected for conponent nalfunction and | eakage. Upon conpletion of each control test, the Contractor
shal | subnmit a test report in accordance with Data Item Description DI -T-1906. The test report shall delineate all deficiencies
described during the applicable control testing, First Production Vehicle |Inspections and vehicle acceptance inspections/tests. The
break-in procedures identified in the Operators Manual TM 9-2320-280-10 shall be strictly adhered to.

b. PAYLOAD. Control test vehicles shall be payl oaded in such a manner as to sinulate the operational node of each.
Passenger, troop and crew seats, weapon station and arnor kits with simulated weapon and anmmunition weight, patient seats and litter
racks will be payl oaded in respective positions as appropriate to achieve the rated Gross Vehicle Wight (GW.

c. FAILURE. |f the vehicle selected fails to pass any of the control tests, the Governnent |nspector may stop acceptance
on subsequent vehicles until such time as conditions causing the failure have been renedied. In the event Control Test FIR deficiencies
are found and corrected and are characteristics listed in the Control Test FIR the Contractor will have a sanple of twenty-five (25)
vehicles built between the last control test and this control test screened for the itens found. The Contractor will inspect this
sanple for the specified itenms. |If none of these itens are found in the sanple, these itens are considered isolated incidents; and, no
further actions are required. |If any of these itens are found during inspection of the sanple, a vehicle stop shipnent order will be
inpl emented to prevent shipping of vehicles built between the |ast successful control test vehicle and the current control test vehicle.

These vehicles be screened and repaired as necessary by the Contractor.

E. 15 QUALI TY DEFI Cl ENCY REPORTS

The Contractor shall investigate, provide failure analysis and provide corrective action to all Quality Deficiency Reports
(QRs) Standard Form (SF) 368 generated agai nst supplies produced under this contract in accordance with DI-QCl C 80736 and CDRL A006.
The Contractor shall provide a report of the investigation, probable cause and proposed corrective action to the Contracting O ficer or
his designated representative after recei pt of QDR SF 368.

E. 16 EXCESSI VE M LEAGE
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Vehicle mleage in excess of one hundred (100) miles (with the exception of mleage accurmul ated in the performnce of
control and FPT) on vehicles at the tinme the vehicle is offered for acceptance by the Government shall be considered excessive and shall
require authorization by the Procuring Contracting Officer prior to acceptance of vehicle.

E 17 FUEL _QUANTITY

Each vehicle, at the tine offered for acceptance by the Government, shall have a mninmumof one fourth (1/4) tank of fuel as
indicated by the fuel quantity indicator on the vehicle's instrument panel.
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